14’

ASA EXTRA STRONG PIPE

8"

15/
10” ASA EXTRA STRONG PIPE

GROUND LUG 4\\

GROUND WIRE

SEE DETAIL”E%

/

4”%x 6" HANDHOLE WITH
REINFORCING FRAME AND COVER
SEE DETAIL “B”

////ﬁ 2" GROUTING REQUIRED AFTER POLE

54" DIA. HOLE THROUGH
8" PIPE PARALLEL TO

2" X7 BAR (FORM TO FIT)
ANCHOR BOLT DIAGONAL

‘ ) 54" DIA. HOLE THRU 8” PIPE
83/,
2" Xl X34
SECTION D-D
"e
DETAIL "F
POLE CAP
—— 10" ZINC PLATE i
8" THREADED
(47 HEAVY HEX CADMIUM PLATED
NUT WITH LOCK WASHER
| B HEAVY HEX LEVELING NUT 2" Xl X34 (TYP)
WITH STD. WASHER
SEE DETAIL “C” N C
O
i L
O
"
ANCHOR BOLT
| ;*‘q” MIN.

HEAVY HEX NUT
W/LOCK WASHER

PROJ.

7

|

7, 7,

\\\BASE PLATE 18" X 18" X
HEAVY HEX LEVELING
NUT W/STD. WASHER

ANCHOR BOLT

2

HAS BEEN INSTALLED 134" DIA.

DETAIL “"B”

10’

TYPE 11 JUNCTION BOX REQ'D
© $ AT EACH POLE LOCATION
[ ;1";;._’;;1 6" / GRD. BUSHING & NQ.0.315"
W L T %@f%« 72N BARE COPPER GROUND WIRE
“Hiw N ‘--I é
| FTH ﬁ§$E§ - § ' 18" BOLT CIRCLE
II— _
A F+H \ H A \\\¥— S¢’ X 8' COPPER COATED
T A STEEL GROUND ROD
I : p
LLHA# uL‘ CONNECT ALL CONDUIT FROM POLE E 27 RS CONDUIT
::> | I | TO JCT. BOXES. . 1" RS CONDUIT
9-#4 Sk - ©
A.S. e h o
N AN ,
3’ DIA. X 10" MIN. FOOTING
FTVAL Tl ) 3” MIN. COVER
- ‘ il CAST IN PLACE AGAINST
- T _ UNDISTURBED EARTH
u4r¢\
M ] gsg)SEE SEC. A-A SECTION A-A

NOTES:

| 1. POLE IS DESIGNED PRIMARILY FOR THE USE OF STEEL MEETING
N SPECIFICATIONS ASTM A 53, GRADE B. OTHER POLE MATERIALS
- AND DESIGN ARE ACCEPTABLE SUBJECT TO THE APPROVAL OF
DESIGN AND DRAWINGS BY THE ENGINEER PRIOR TO THE OPENING
OF BIDS. STRUCTURAL STEEL SUPPORT FOR HIGHWAY SIGNS:
CONFORM TO AASHTO STANDARD SPECIFICATION FOR STEEL SUPPORTS.
- LUMINAIRES AND TRAFFIC SIGNALS CURRENT EDITION FOR AN
80 MPH WIND WITH 104 MPH GUSTS FOR POLES.
ALLOWABLE STRESS: ASTM A 53 GRADE B-FB=24,000 P.S.I.(0.66 FY)
USE BASIC SIGNAL POLE FOR ALL POLES THROUGHOUT THE PROJECT.
RAKE EACH POLE 8" OPPOSITE THE DIRECTION OF EACH SINGLE PULL.
FABRICATE THE POLE CAP, BASE PLATE AND SPLICE MATERIALS
FROM ASTM A 36 STEEL.
HOT DIP GALVANIZED ALL STRUCTURAL STEEL AFTER FABRICATION
IN ACCORDANCE WITH ASTM A 123.

HOOKED

2. FURNISH ANCHOR BOLTS CONFORMING TO ASTM A 307 EITHER
“ PLATE

AS SHOWN OR WITH A REGULAR SQUARE HEAD AN 3/4'x 5” x 5"
TACK WELDED TO BOLT HEAD.

AN NN NN NN RN NN NN NN SNNNN NN

S

WASHER.

2272

3. PLACE IN AUGERED FOUNDATION HOLE CLASS A

4. FURNISH SHOP DRAWING IN ACCORDANCE WITH
“STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION”.

(AE) CONCRETE.

L a2 27 vz czid

D

SECTION C-C 5.

PLACE ALL CONDUIT IN SAME TRENCH WHEN AND WHERE POSSIBLE.
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SECTION B-B
DETAIL “C” ‘
POLE SPLICE
L : N
Lm”*;744444L:¥3 1
BASE PLATE 18" X 18" X 2”
DETAIL “E”
BASE PLATE
if DIA. HOLE THROUGH 8" PIPE
PARALLEL TO ANCHOR BOLT
DIAGONAL. 441
B D
DETAIL “D”
ANCHOR BOLT LOCATION N e e

PLAN

-
REVISIONS
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APPR

DATE

NO

sL 7

d 3
am Njw
z 8< 8¢
Z ° =N [=
O = o =
]
- S 5 A
c
< ~
= ©
bd
Eg @)
=)
85 w
)
Z Sz
g cd
o=
o )
=2,
TR
o2’
g w
7
|
Z -
¥ ey .
E
T
= g o |a =
[0 g >
s
<T ; [« 5
o g E o
o
as & s
o
N
< z |5
[m] B - w
= é =) 2 x
Ju Z zo |°
v (g2 >
5 |22 |5
=t
O Ta o
w Tao w
[id o< o
Ll _J
o 1
[ | cl_ w
=TT =
z3
T ¢
Iz =
oo q
[0
N = S
0p) o
o
<
S
Z
w
STD DWG




